




Procedure

1 After a panoramic x-ray of the dental 
arches, we proceed with the creation of the 

impressions of the patient’s mouth. 
Afterwards, a specialized laboratory will make 
a radiological mask to be worn during the 

tomographic examination (CT Scan or Cone 
Beam). 
The transparent resin mask will recreate the teeth 
you want to rebuild at the end of the procedure. 

2 The CT images are sent to a processing 
center that provides the CAD CAM design 

of the Eagle Grid, which will then be produced 

in a customized manner according to the 
characteristics required for each patient.

3 High-tech equipment (laser melting) 
using a high-intensity laser beam, 

synthesizes the titanium powder in successive 

layers, creating a three-dimensional structure: 
the Eagle Grid.

4 In a dental clinic, under local anesthesia 
or with a conscious sedation, the gum 

is detached, allowing bone exposure and the 
grid to be positioned. The Eagle Grid will be 
fixed by osteo-synthesis screws (the same 

used in Orthopedics and Traumatology). 
After suturing, the patient is immediately 
given a first provisional resin that guarantees 
chewing and perfect healing of the gums.

5 After 3/4 months, once the grid and the 
tissues involved have been stabilized, the 

definitive fixed dental prosthesis is produced 
and inserted into the patient’s mouth.
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Before

After

Patient one month 
after the insertion of the 

Eagle Grid

Patient without teeth 
in the upper jaw

Patient four months later 
with the new � xed 

prosthesis

Viewed from below: 
� xed bridge 

without palate coverage


